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チャート式耐震診断システムは、地震後の津
波の来襲に対して脆弱な施設を、「簡単に」、
「早く」抽出できるシステムである。ケーソン
を基礎の上に置いた直立型の護岸や矢板を地盤
に打ち込んだ護岸などの様々な構造形式に対
し、耐震性評価を可能としている。
本システムを用いることで、想定地震に対す
る沿岸構造物の変位量を簡単に算出でき、二次
元FEM解析等による詳細検討が必要な危険度の
高い施設の抽出等を行うことができる。このた
め、対象施設の耐震性検討に要する費用と時間
の双方の縮減が図られる。
本システムにより耐震診断が進捗し、今後の
大規模地震及び地震に伴う津波に対して合理的
な対策が可能となる。そして、早く国民に安
全・安心な暮らしを提供できるものと考えられ
る。

Chart type seismic performance evaluation system

is a system to estimate earthquake induced

deformation of coastal structures easily and

promptly. This system covers various types of

structures including caisson type seawalls and sheet

pile type seawalls.

Screening and detecting weak facilities against

future earthquakes and tsunami inundations are

performed easily with this system. Therefore,

seismic performance evaluation can be done in a

short period of time at a minimum cost.

This system will offer a rational protection scheme

against future earthquakes and tsunamis, and ensure

a safe and peaceful life for the people.
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キャビテーション噴流技術を用いた高速清掃
装置は、高速道路の最低速度である50km/hでト
ンネル照明器具の清掃が可能な装置である。
従来回転ブラシによる清掃は清掃速度が1～

2km/hであったため、高速道路等の事故や渋滞
を引起す要因の一つにもなっている車線規制を
必要としていたが、キャビテーション装置は
50km/hでの清掃を可能とすることにより、車線
規制を必要としないことから、事故や渋滞を削
減し、清掃や車線規制コストの縮減に寄与する。
さらに危険な規制内作業を無くすことで清掃作
業員の危険を回避させることができることか
ら、社会的な貢献が大きい技術開発である。

High-speed cleaning device using cavitation jet

technology is capable of cleaning lightening facilities

in tunnels at 50 km/h.

Because the speed of conventional cleaning

devices is 1 or 2 km/h, traffic controls and lane

closures are needed, which can cause traffic jams and

accidents. This new cleaning device doesnÅft require

those traffic managements or related dangerous

works. In addition, it can reduce the costs of the

traffic managements and cleaning of lightening

facilities.
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多様な構造形式に対応した「沿岸構造物のチャート式
耐震診断システム」の開発

Development of “Chart Type Seismic Performance Evaluation System of 
Coast Structure” for Various Types of Structures

Development of a High-Speed Cleaning Device with Cavitation Jet Technology for 
Tunnel Lightening Facilities
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キャビテーション噴流技術を用いた高速清掃装置の開発


