
29

技
術
開
発
賞

In
n

o
vative Tech

n
iq

u
e A

w
ard

ハーフプレキャスト工法を用いた鉄道ラーメン高架橋の
構築方法の開発

Half-Precast Construction Method of Railway Rigid-frame Viaduct

28

「開かずの踏切」の抜本対策である連続立体
交差事業を人口密集地域で実施する場合、仮線
用地取得に時間を要し、事業自体の停滞・遅延
が課題となっていることから、鉄道営業線直上
に鉄道ラーメン高架橋を無支保工で安全に構築
できるハーフプレキャスト工法を開発した。具
体的には、耐震性を立証した接合部構造を有す
る柱と、乗り心地に配慮してそりの制御を行っ
た梁・スラブを工場で製作し、営業線の安全性
確保や夜間の周辺環境に配慮して現地で組み立
て、現場打ちコンクリートで順次一体化させて
高架橋を構築する工法である。
長期化する連続立体交差事業を推進できる本
開発は、安全で効率的な暮らしが行える国土の
創造に貢献できる技術である。

In densely-populated urban area, railway grade
separation is effective to improve significant traffic
congestion at level crossings. However, it takes
considerable time to construct the elevated railway
acquiring additional land for temporary detour of the
existing railway.

To solve the problem, the half-precast method to
securely enable the construction of rigid-frame
viaduct right over the operating railways without
falsework has been developed. Columns having
quake-proof splices and camber-controlled precast
beams and slabs from factories are integrated with
cast-in-place concrete on site. This latest technology
will contribute to improve the urban functions safely
and effectively.
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